


 

…and we love comparisons  
 

That’s not all.  

Our  main distributors, and all the customers 

that  will ask it, will receive the result of 

comparative tests between motive motors 

and the most famous brands on the market.  

For a direct and correct comparison, 

we’ll concentrate our attention on the 

motor 80B-4 0.75kW, the most  

mentioned one. If you’ve got a curiosity 

on a particular brand, inform us about it 

and we’ll include it in our list.  

   

ATDC series becomes bigger 
In the former news (Jan 06), we informed you about the 

enlargement of the Delphi ATDC brake motors series. Well, the 

enlargement continues with 8 poles motors. The range is now: 

KW HP 2 poles 4 poles 6 poles 8 poles 

0,12 0,18   ATDC 63A-4     
0,18 0,25 ATDC 63A-2 ATDC 63B-4     
0,25 0,35 ATDC 63B-2 ATDC 71A-4     
0,37 0,5 ATDC 71A-2 ATDC 71B-4 ATDC 80A-6   
0,55 0,75 ATDC 71B-2 ATDC 80A-4 ATDC 80B-6   
0,75 1 ATDC 80A-2 ATDC 80B-4 ATDC 90S-6 ATDC 100LA-8 
1,1 1,5 ATDC 80B-2 ATDC 90S-4 ATDC 90L-6 ATDC 100LB-8 
1,5 2 ATDC 90S-2 ATDC 90L-4 ATDC 100L-6 ATDC 112M-8 
2,2 3 ATDC 90L-2 ATDC 100LA-4 ATDC 112M-6 ATDC 132S-8 
3 4 ATDC 100L-2 ATDC 100LB-4 ATDC 132S-6 ATDC 132M-8 
4 5,5 ATDC 112M-2 ATDC 112M-4 ATDC 132MA-6 ATDC 160MA-8 

5,5 7,5 ATDC 132SA-2 ATDC 132S-4 ATDC 132MB-6 ATDC 160MB-8 
7,5 10 ATDC 132SB-2 ATDC 132M-4 ATDC 160M-6 ATDC 160L-8 
11 15 ATDC 160MA-2 ATDC 160M-4 ATDC 160L-6 ATDC 180L-8 
15 20 ATDC 160MB-2 ATDC 160L-4 ATDC 180L-6 ATDC 200L-8 

18,5 25 ATDC 160L-2 ATDC 180M-4 ATDC 200LA-6   
22 30 ATDC 180M-2 ATDC 180L-4 ATDC 200LB-6   
30 40 ATDC 200LA-2 ATDC 200L-4     
37 50 ATDC 200LB-2       

power cooling size 63 

Size 63 power cooling has been added to the range shown in 

the catalogue (actually from 71 to 355). Like the others, it is 

three-phase, IP55, with separate terminal, and it slenght permits 

its mounting on a standard motor with no need to machine any 

part of it. 

VARIO on sale 

The launch had been announced a long time ago, and now 

VARIO series is on sale since September 2006.  

These are its main characteristics 

VARIO MOTOR P1 
[kW] 

M1 
[Nm] 

n1  

[rpm] i: n2 [rpm] M2 [Nm] 

63A-4 0,13 0,84 1400 1,55-7.36 900-190 1,1 - 2,2 VARIO-S 
63B-4 0,18 1,26 1400 1,55-7,36 900-190 1,5 - 3,0 
71A-4 0,25 1,73 1400 1,4-7,0 1000 - 200 2 - 4 VARIO-M 
71B-4 0,37 2,54 1400 1,4-7,0 1000 - 200 3 - 6 
80A-4 0,55 3,78 1400 1,4-7,0 1000 - 200 5 - 10 VARIO-L 
80B-4 0,75 5,15 1400 1,4-7,0 1000 - 200 6 - 12 

 
P1 [kW] Input power 
n1 [rpm] Input speed 
n2 [rpm] Output spped 
M2 [Nm] Output torque 

 



 

Better grease nipples  

After having increased the bearings sizes 

(see motive news of Jan-06), we tried to 

improve their care taking.  

The grease nipples for the drive and non-

drive end bearings of motors from size 180 

to size 355 are being gradually replaced 

with a new type, more reliable and 

accessible.  

 

 

improved t-box on 
motors 250 and 280  

o satisfy  the wish expressed by many 

motive customers who could verify the 

hermetics advantages of  the aluminium 

terminal box of 

the motors 160-

180-200 and 

225, also the t-

box of the 

motors 250 and 

280 changes 

line, material 

(from cast-iron 

to aluminium),  

and sealing system (a rubber stripe secured 

inside a channel, like for the whole delphi 

series), with further aesthetics benefits.  

BOX 110   

Since June 2006,  BOX110 is finally on 

sale, completing the availability of the range 

shown in the catalogue. And it’s better than 

how we announced. It is in fact supplied 

with oil. 

But this is not the only improvement of the 

BOX series 

More and more 
possibilities for BOX   

From BOX50 up to BOX110, actual 
opened ball bearings on the output 
gear will be gradually replaced by 2RS 
self-lubricated bearings, thus 
permitting also the mounting positions 
B6 and B7 on the whole range (BOX 
25, BOX 30 and BOX 40 do not need 
this type of sealing).  

Consequently, thanks to the 
combination with further standard 
characteristics, like the presence of 
filler, breather 
and level plugs, 
the mounting of 
taper bearings on the input shaft, 2 
nilos on the same, the whole range 
can be installed in 
the 100% of the 
possible positions.  

B7 

B6 






